Instructions translated EN
Operating instructions of retransmitter type PIL

inel

Model PIL- RE

The PIL - RE retransmitter is a device for extending the range of Inel
wireless control radio transmitters (remote controls). The device
receives and re-transmits all radio transmissions in the 433.92 MHz
band supported by Inel devices.

There is no need to register the device to individual receivers

Place the unit in a central location in the facility and connect the supplied
5 VDC mains adapter.

When selecting the installation site, the negative impact of the following
factors on the range of the retransmitter should be taken into account:

- close proximity to power equipment

- close proximity to metal objects

- reinforced concrete walls

- radio interference

The retransmitter, after receiving the signal from the remote control,
sends the same signal increasing the range of the remote control.

The retransmitter transmits any received signal from a compatible remote
control. It is not necessary to register remotes to the device.

It is forbidden to place used equipment together with other

waste. Dispose of in a specially designated place. The

household plays an important role in the waste equipment

recycling system. By properly separating waste, including

B \;5ste equipment and batteries, households ensure that waste

equipment does not end up in municipal waste but in a specially

designated place and, after recycling, can be used as a raw material for
reuse.

Przedsigbiorstwo Informatyczno-Elektroniczne INEL
Sp. z 0.0, ul. Mostowa 1, 80-778 Gdansk, as the
manufacturer of the product, hereby declares that the
retransmitter described in this manual complies with
Directive 2014/53/EU.

The full text of the EU Declaration of Conformity is available at
www.inel.gda.pl.
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